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TOPSIDE 
TORQUE WRENCH

1/4" COUPLERS
700 bar/10,000 psi

Standard Twin-line Hoses (4:1 Burst)
Order No. DESCRIPTION

TWH15-BS 15 ft twin-line hose
TWH20-BS 20 ft twin-line hose
TWH50-BS 50 ft twin-line hose

Standard CE Twin-line Hoses (4:1 Burst)
Order No. DESCRIPTION
TWH3E 3 meter twin-line hose
TWH6E 6 meter twin-line hose
TWH10E 10 meter twin-line hose

Additional lengths (all styles) available upon request.

Twin-line Topside Hoses

9072 700 bar, 10,000 psi gauge for 
torque wrench applications

9042DG

700 bar, 10,000 psi gauge for 
torque wrench applications. 

Custom scale enables 
the following units to be 
displayed: lb-ft or Nm  

252365 Metal Dust Cover for male 
coupler

252364 Metal Dust Cover for female 
coupler

(male)
251411

Quick-connect, screw-on 
male nipple. Used on 700 bar 
torque wrenches, nutsplitters, 

hoses, and pumps. 
1/4" NPT Female Thread

(female)
251410

Quick-connect, screw-on 
female coupling. Used on 
700 bar torque wrenches, 
nutsplitters, hoses, and 

pumps. 
1/4" NPT Male Thread

Refer to page 114 for complete calibration services
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TENSION HOSES
1,500 bar/21,750 psi

Topside, with Locking Collar
Order No. DESCRIPTION

HL1M 1 m Hose, 1,500 bar, CE, with locking collar 
(only stocked in Europe & Asia)

HL13M 1.3 m Hose, 1,500 bar, CE,  with locking collar 
(Optionally available in the Americas)

HL3M 3 m Hose, 1,500 bar, CE, with locking collar
HL5M 5 m Hose, 1,500 bar, CE, with locking collar
HL8M 8 m Hose, 1,500 bar, CE, with locking collar
HL10M 10 m Hose, 1,500 bar, CE, with locking collar

Additional lengths available upon request.

9042DG1500 1,500 bar; 21,750 psi digital 
gauge for P59L-1500 pumps

2002278
2,000 bar; 30,000 psi gauge 

for PE8 pumps.  Typically 
attached with quick coupler 

(ordered separately).  

HHAMA150001

1,500 Bar Elbow Block: 
Used to change direction of 
tensioner hoses if standard 
orientation is not possible. 
Hoses can swivel around 

coupling axis.

HHAMA150003
1,500 Bar Tee Block 

Assembly:
Used to interconnect 

tensioners with single ports.

HHAMA150004

1,500 Bar Banjo 
Assembly:

Used to allow a hose to 
connect to a tool at 90 

degrees. The nipple can be 
oriented in any direction 
around the port axis but 

must be tightened to create a 
seal. Does not act as a 
swivel around port axis.

2001772

Male Coupling:
Quick-connect, push-in male 
nipple. Used on 1,500 bar 

tensioners and pumps.
G 1/4" Female Thread

2008548

Female Coupling:
Quick-connect, push-in female 
coupling with locking collar. 

Used on 1,500 bar tensioners 
hoses.

G 1/4" Female Thread.

STDHC000025 
1/4" BSP Plug:

Used to plug a port when a 
banjo assembly or coupling 

will not be used.

Tensioner Hoses

Hoses come standard with recessed female coupler type (2008548).  
Flat Face couplers available upon request.
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SUBSEA 
TORQUE WRENCH

1/4" COUPLERS
700 bar/10,000 psi

SUBSEA TWIN-LINE HOSES
SPX FLOW can customize a reel and hose combination 
for your specific job. Standard reel construction is 
powder coated carbon steel. Aluminum reels optional. 
Contact factory for details.

(male)
2008549

Quick-connect, push-in male 
nipple. Used on Subsea 

700 bar torque wrenches, 
nutsplitters, flange pullers, 

hoses, and pumps. 
1/4" NPT Female Thread

(female)
2008550

Quick-connect, push-in female 
coupling with locking collar. 

Used on 700 bar torque 
wrenches, nutsplitters, flange 
pullers, hoses, and pumps. 
1/4" NPT Female Thread

Couplers for hose reel and offshore equipment.

Remote Diver Control Valve (HCUCV070001) uses 1 each of all four 
couplings shown on this page.

Couplers for Diver Control Valve and select subsea tools.

(male)
251411

Quick-connect, screw-on 
male nipple. Used on 700 bar 
torque wrenches, nutsplitters, 

hoses, and pumps. 
1/4" NPT Female Thread

(female)
251410

Quick-connect, screw-on 
female coupling. Used on 
700 bar torque wrenches, 
nutsplitters, hoses, and 

pumps. 
1/4" NPT Male Thread

9072 700 bar, 10,000 psi gauge for 
torque wrench applications

9042DG

700 bar, 10,000 psi gauge for 
torque wrench applications. 

Custom scale enables 
the following units to be 
displayed: lb-ft or Nm

Standard CE Twin-line Subsea Hoses (4:1 Burst)
Order No. DESCRIPTION

TWH06E-SS 6 meter (20 ft) twin-line subsea hose, uses red couplers shown 
below (2008549 & 2008550)

Downline Twin-line Hoses (4:1 Burst)

Order No. DESCRIPTION

TWH30E-SS
TWH30E-SS 30 meter (100ft) twin-line,  

uses screw together couplers (251411 & 251410) 
configured to be able to join multiple lengths together on Hose reel

TWH100-SS 30 meter (100 ft) twin-line subsea hose, uses stainless steel 
couplers

Additional lengths (all styles) available upon request.

Twin-line Subsea Hoses

Hose reel stand complete with twin down line for 
offshore equipment use.
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SUBSEA TENSION HOSES
SPX FLOW can customize a reel and hose combination 
for your specific job. Standard reel construction is 
powder coated carbon steel. Stainless hose reels 
optional.   Contact factory for details.

Downline hoses usually supplied in 30 m lengths, male/
female quick connect couplings so they can be linked 
together to make up the desired length of hose.

Maximum hose length capacity 500 m

SUBSEA 
TENSION

1,500 bar/21,750 psi

2008548

Female Coupling:
Quick-connect, push-in female 
coupling with locking collar. 

Used on 1,500 bar tensioners 
hoses.

G 1/4" Female Thread.

2001772

Male Coupling:
Quick-connect, push-in male 
nipple. Used on 1,500 bar 

tensioners and pumps.
G 1/4" Female Thread

9042DG1500 1,500 bar; 21,750 psi digital 
gauge for P59L-1500 pumps

HPSTP150004 2,000 bar; 30,000 psi analog 
gauge for P59L-1500 pumps

HHAMA15002

1,500 Bar 3-Port 
Manifold Assembly:

Used in Subsea hose 
arrangement to split single 

downline into two hoses 
which connect to the first 

two tensioners in the circuit. 
Can also be used to split a 
single feed hose to feed 2 

tensioners.
Hoses come standard with recessed female coupler type (2008548).  
Flat Face couplers available upon request.

Subsea, without Locking Collar
Order No. DESCRIPTION

HL1M 1 m Hose, 1,500 bar, CE, with locking collar 
(only stocked in Europe & Asia)

HL13M 1.3 m Hose, 1,500 bar, CE,  with locking collar 
(Optionally available in the Americas)

HL3M 3 m Hose, 1,500 bar, CE, with locking collar
HL5M 5 m Hose, 1,500 bar, CE, with locking collar
HL8M 8 m Hose, 1,500 bar, CE, with locking collar
HL10M 10 m Hose, 1,500 bar, CE, with locking collar

Subsea down-line hose
Order No. DESCRIPTION

HL30M-DL
30 m Hose, 1500 bar, CE, with locking collar, 1 x male + 1 x female 

coupler with locking collar.
Used to link hoses together between hose reel and subsea work site.

Additional lengths available upon request.

Subsea Tensioner Hoses

Hose reel stand complete with tensioner 
down line for offshore equipment use.
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SPLITTERS & SPREADERS

3/8" COUPLERS
700 bar/10,000 psi

IJ100 HYDRAULIC HOSE 
ASSEMBLY (AMERICAS & ASIA)
No. 9764 – Hose assembly consisting of 9767  
(6' hose), 1/4" I.D. polyurethane with 9798 hose half 
coupler and 9800 dust cap assembly. Complies to MHI 
Standard IJ100 (2:1 Burst).  

CE HYDRAULIC HOSE ASSEMBLY 
(EUROPE)
No. 9764E – Hose assembly consisting of 9767E 
(2m hose), 6mm I.D. polyurethane with 9798 hose half 
coupler and 9800 dust cap assembly. Complies to CE 
Standards (4:1 Burst over Nominal pressure ratio). 
Note: Not for ENS Series Nut Splitter

For ENS NUT SPLITTER (TOPSIDE)
Hose assembly, 6mm I.D. polyurethane with 251410 
hose coupler (1/4".  Complies to CE Standards  
(4:1 Burst over Nominal pressure ratio).

HHASH070001 - 3m Hose Assembly
HHASH070002 - 6m Hose Assembly.9670

Tee adapter. For installing 
gauge between pump and 

hose coupling. Has 1/4" and 
3/8" NPTF female and 3/8" 

NPTF male ports.

9799 Optional metal dust cap 
(hose half)

9797 Optional metal dust cap 
(pump/tool half)

9798
(male coupler)

Male (hose) half coupler 
(with No. 9800 dust cap).  

3/8" NPTF.

9796
(female coupler)

Female (pump/tool) half 
coupler (with No. 9800 dust 

cap).
3/8" NPTF.

9800 Dust cap for male or female 
3/8" NPTF half couplers.

9764 

For ENS Subsea Nut Splitters, see page 104.

See page 114 for gauge calibration services.

9040
9040E

Gauge for 700 bar; 10,000 
psi hand pumps.

9040 has psi as primary unit.  
9040E has bar as primary 

unit.

9042DG

700 bar, 10,000 psi gauge for 
torque wrench applications. 

Custom scale enables 
the following units to be 
displayed: lb-ft or Nm
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HYDRAULIC FLUIDS
Standard, Flame Out®, Biodegradable and 

Low Temperature

STANDARD HYDRAULIC OIL
•	�For dependable performance of all your hydraulic 

pumps and cylinders. 
•	�Contains foam suppressant additives and has a high 

viscosity index. 

FLAME-OUT® 220 FIRE RESISTANT  
HYDRAULIC FLUID*
•	�Contains anti-rust, anti-foam and anti-sludge additives.
•	�Provides fire resistant protection. 
   �(Note: Will burn if heat source is extreme 

enough. Will not, however, propagate the flame 
and is self-extinguishing when there is no 
ignition source.)

•	Provides maximum lubrication and heat transfer. 
•	Offers a wider operating temperature range. 
•	�No need to change seals in your equipment. Just drain 

the standard oil and replace it with Flame-Out® 220.  

LOW TEMPERATURE OIL
Provides smooth, reliable operation in the coldest climate 
conditions.

BIODEGRADABLE HYDRAULIC 
FLUID
•	 �Biodegradable, non-toxic fluid withstands moderate 

to severe operating conditions; provides excellent 
protection against rust.

•	 �Offers superior anti-wear properties, has excellent 
multi-metal compatibility.

Developed to meet stringent performance requirements 
and satisfy growing environmental needs for hydraulic 
fluids which are readily biodegradable and non-toxic. 
Depending on the contamination or degradation levels 
which might be present in used fluid, small amounts of 
this substance, if spilled, will not affect ground water or 
the environment. This fluid has been tested against EPA 
560/6-82-003 and OECD 301 for biodegradability, and 
toxicity has been tested against EPA 560/6-82-002 and 
OECD 203: 1-12. Not recommended for operation in 
temperatures below -7°C (20°F) or above 71°C (160°F). 
Recommended storage temperatures not below -23°C 
(-10°F) or above 77°C (170°F).

Ordering Information

Order No. Description Quantity
9636 Standard Oil 0.9l 1 qt. (57 cu. in.)
9637 Standard Oil 3.8l 1 gal. (231 cu. in.)
9638 Standard Oil 9.5l 2-1/2 gal. (577 cu. in.)
9616 Standard Oil 208l 55 gal.
9639 Flame-Out® 3.8l 1 gal. (231 cu. in.)
9640 Flame-Out® 9.5l 2-1/2 gal. (577 cu. in.)
9645 Biodegradable 3.8l 1 gal. (231 cu. in.)
9646 Biodegradable 9.5l 2-1/2 gal. (577 cu. in.)
9647 Low Temp. 3.8l 1 gal. (231 cu. in.)

Description Grade
Specific
Gravity Color

 Flash
Point

Fire
Point

Pour
Point

Viscosity
Foam Test

(ASTM) @ 60°F (16°C) (ASTM) °C °F °C °F °C °F
SUS @

38°C (100°F)
SUS @

99°C (210°F)
Index 
min. (ASTM)

Standard Oil 215 .88 2.0 204 400 221 430 -34 -30 215 48 100 Pass

Flame-Out® 220 .91 Light Amber 260 500 288 550 -26 -15 220 55 140 Pass

Biodegradable — .92 2.0 224 432 NA* NA* 30 -22 183 53 213 Pass

Low Temp. — .87 6.5
(Red) 180 356 204 399 45 -48 183 52 190 Pass

 

Specifications and Dimensional Data

For additional technical information or to order a Material Safety Data Sheet call 1-800-477-8326 or go to www.spxboltingsystems.com.


